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NOTES:
1. SEALED TO IP67 RATING
2. 8 ~ 48V AC/DC INPUT VOLTAGE
3. BI-POLAR OPERATION
4. ROHS COMPLIANT
5. MOUNTING HARDWARE SHIPPED NON-ASSEMBLED
6. INSERT VITON RING ON PANEL MOUNT ASSEMBLY PRIOR TO PANEL INSTALLATION
7. UL RECOGNIZED COMPONENT

RECOMMENDED MOUNTING HOLE
1.5 - 13.0mm PANEL THICKNESS

0.44Lb-ft (0.6N-m) TORQUE

0.11 [2.8mm] TYP.
COPPER W/ SILVER FINISH

0.111 [2.8mm] 0.95 [24.1mm] 0.20 [5.0mm]

  BLACK ANODIZED
ALUMINUM HOUSING

FRESNEL LENS 303 SS NUT
MOUNTING TORQUE 0.65 Nm

ZINC PLATED STEEL LOCK WASHER

VITON SEALING RING

0.344+0.004
-0.000  [8.7mm+0.1mm

-0.0mm ]

Ø.378+.008
-.000 [Ø9.6mm+0.2mm

-0.0mm ]
BIVAR
8-48V
ac/dc

Ø.475 [Ø12.1mm]

Ø.293 [Ø7.4mm]

M8x1 THREAD

IP67 / UL RATED PANEL
MOUNT INDICATOR

UL MARK

Cat. No. 690
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OPERATING TEMPERATURE RANGE
STORAGE TEMPERATURE

ABSOLUTE MAXIMUM RATINGS (Ta = 25°C)

-40°C  ~  100°C
-40°C  ~  80°C

MAXIMUM POWER DISSIPATION 480 mW

Vf
(VDC/VAC)

Iv
(mcd)

TYP TYP
PM5-A690B48V 468 BLUE SMOKED 8-48 VAC/VDC 400 120
PM5-A690G48V 515 GREEN SMOKED 8-48 VAC/VDC 800 120
PM5-A690R48V 600 RED SMOKED 8-48 VAC/VDC 600 120
PM5-A690Y48V 585 YELLOW SMOKED 8-48 VAC/VDC 600 120

Vf
(VDC/VAC)

Iv
(mcd)

TYP TYP
PM5-A690W48V X=0.45 Y=0.42 WHITE SMOKED 8-48 VAC/VDC 1200 120
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IP67 / UL RATED PANEL
MOUNT INDICATOR
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